
FEATURES 

• 3-Unsupervised active-low 2A outputs activated 
by AC FAIL, BATTERY TBL and MICRO TBL 

• One supervised GEMC-Remote Bus interface 
• One normally-closed (N/C) housing tamper in-

put, identified by trouble on dedicated integral 
EZM zone 

• 4 status LEDs 
• Power supply contains integral battery charger 

capable of charging up to 1 pair of 12AH/12V 
sealed lead acid batteries 

• The system monitors for low battery, no battery, 
brownout; monitors battery charging circuit volt-
age, identified by trouble on dedicated integral 
EZM zone 

• Solid state over-current protection 
• Integral housing tamper switch inputs protecting 

the unauthorized opening of the housing cover 
and a rear tamper protecting the removal of the 
housing from its mounting surface 

• Cabinet housing included 
• Automatic switchover to stand-by battery when 

AC fails  
• In Commercial installations, the power supplies 

are not to be employed as a power source for 
local audible alarm sounding devices or for off-
premises alarm transmitter/communicators. 

12V / 2A Power Supply 
GEMC‐12V2APS‐CF 
GEMC‐12V2APS‐R 

Combination Fire & Burglary Alarm control panel 
and GEMINI series control panels (GEM-X255, 
GEM-P9600, GEM-P3200, Freedom F-64, GEM-
P1664, GEM-P1632 and GEM-P816). 

--or-- 

• A UL Listed power supply for use with any Listed 
Fire Alarm Control Panel (FACP), burglary control 
panel or access control system requiring addi-
tional 12VDC auxiliary power.  Both versions use 
the GEMC-12V2ABOARD UL Listed subassem-
bly, suitable for use as a replacement board. 

AGENCY LISTINGS 

• UL365: Police Station Alarm Units 
• UL609: Local Burglar Alarm Units and Systems 
• UL864 9th Edition: Commercial Fire 
• UL985: Household Fire Warning System Units 
• UL1023: Household Burglar Alarm System Units 
• UL1610: Central Station Burglar Alarm Units 
• UL294: Access Control Systems 
• NFPA 72 National Fire Alarm Code 
• Security Industry Association (SIA) False Alarm Re‐

duction Standard CP‐01 
• CSFM: California State Fire Marshall (Fire Systems 

Only) 
• NYCFD: NYC Fire Department (Fire Systems Only) 

OVERVIEW 

There are two versions of the GEMC-12V2APS: 
GEMC-12V2APS-CF (Commercial Fire) contains a 
transformer mounted inside the housing that re-
quires a licensed electrician to wire.  The GEMC-
12V2APS-R (Residential Fire/Burglary, Commercial 
Burglary) is shipped without a transformer mounted 
inside the housing.  It uses a plug-in 16.5VAC, 50VA 
class 2 transformer that does not require an electri-
cian to wire.  Both versions use the GEMC-
12V2ABOARD UL Listed Subassembly.  The 
GEMC-12V2APS-CF or GEMC-12V2APS-R can be 
used as either: 

• A UL Listed Accessory to a Gemini C-Series 
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GEMC‐12V2APS‐CF SPECIFICATIONS 

Primary Input Power (Use dedicated 15A circuit for input power) 120VAC, 60Hz, 1A. 

Secondary Input Power Minimum two 12V / 4AH batteries; two 12AH batteries maximum 

Total Output Power 12VDC, 2A max combined alarm and standby current (less 40mA standby current for power supply board) 

Two Auxiliary Power Outputs 12V Regulated, 1.5A maximum each; 0.80A @ 12V combined maximum standby current for 24 hours. 

NO AC  
Active Low, switches up to 2A DC.  Normally active, turns off when no AC or brownout is detected.  Con‐
nect to power‐limited circuits only, 30VDC maximum. 

BAT TBL 
Active Low, switches up to 2A DC.  Normally active, turns off when no battery, low battery and/or battery 
charging circuit trouble is detected.  Connect to power‐limited circuits only, 30VDC maximum. 

TBL  
Active Low, switches up to 2A DC.  Normally active, turns off when microprocessor stops functioning, no 
AC, brownout or battery trouble.  Connect to power‐limited circuits only, 30VDC maximum. 

Operating Temperature 32°F to 120°F (0°C to 49°C) 

Operating Humidity Range Maximum 85% relative humidity @ 30°C 

Enclosure Dimensions (WxHxD) 13.875" x 12.375" x 3.80" (enclosure not provided with the GEMC‐12V2ABOARD) 

Standby Current 40mA for main board (subtract from overall rating) 

Napco Security Technologies, Inc., 333 Bayview Ave, Amityville, NY 11701 (800) 645-9445; fax (631) 789-9292 
© NAPCO 2013 A640  04/13 

GEMC‐12V2APS‐R SPECIFICATIONS  

Primary Input Power 120VAC, 60Hz, 60W  

Secondary Input Power  Two 12AH batteries maximum.   

Two Auxiliary Power Outputs  12V Regulated, 1.5A maximum each; 0.80A @ 12V maximum standby current for 24 hours 

Standby Current  40mA for main board (less 40mA standby current for power supply board) 

Total Output Power 2.1A minus selected charging current 


