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FEATURES:

Provides an address point for a zone of up to 25

conventional smoke detectors

Blinks green when polled;
(controlled by panel) when activated

Device address can be programmed with a hand-

held programmer. Device address ranges from 1
to 127

Compatible with Class B and Class A wiring

Auxiliary power source provides power for the

zone of detectors

Compatible with conventional detectors

DESCRIPTION:

The Napco Conventional Zone Module (FWC-
FSLC-CZM) is designed for use with an analog ad-
dressable Fire Alarm system. Up to 127 devices
can be placed on a single SLC loop. The device
address is uniquely stored on an onboard
EEPROM chips. The CZM module allows the
panel to interface and monitor two-wire conven-
tional detectors or pull stations. Each FSLC-CZM
transmits the status of one zone of devices (25
maximum per zone) back to the panel. It super-
vises the power supply as well as the entire zone of
devices. Status conditions are reported as normal,
open or alarm. All 2-wire smoke detectors must be
UL Listed as compatible to be interfaced with the
FWC-FSLC-CZM. The interrupt-driven communi-
cation protocol combines maximum communication
reliability and fast response to emergency condi-
tions. The module has a single bi-colored LED to
indicate device status. It fits into a standard 4"
square or double-gang electrical back box.
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LISTINGS:

o UL864 9th Edition: Commercial Fire
o NFPA 72 National Fire Alarm Code

e CSFM: California State Fire Marshall
e NYCFD: NYC Fire Department

SPECIFICATION:

The contractor shall furnish and install where indi-
cated on the plans, Conventional Zone Module
FWC-FSLC-CZM modules. The modules shall be
UL Listed and compatible with the Napco FIRE-
WOLF Analog Control Panel Protocol. The device
address shall be electrically programmable and
stored in an EEPROM. A bi-colored LED shall indi-
cate device status.

The FWC-FSLC-CZM shall be supplied with a plas-
tic cover and shall be suitable for mounting to a 4"
square or double gang electrical back box. The
FWC-FSLC-CZM shall provide a monitor LED that
is visible from outside the cover plate.
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FWC-FSLC-CZM
. . . . . e SLC Applied Voltage 25.3-39VDC
Compatible Two Wire Detectors for use with CZM with zone identifier A:
" . Nominal 18.8 VDC
Auxiliary Applied Voltage .
Detector Base Max # of Maximum 27.2 VDC
Detector Model e Detector Type Base Model e
Identifier Identifier Detectors . Nominal 670uA
SLC Current Consumption Maxi 790uA
SLK-24F HD-3 Photoelectric HSB-224 HB-53 25 aximum F2O0
ot . Standby Detector Load 1mA
|H-24F HD- | t HSB-224 HB-! 2 A
S 3 onization S 53 5 2 Wwe(Bue;;:toré_SOpl ()Iurrent max; Alarm (short across
SLR-24H HD-3 Photoelectric w/Heat NS4-224, NS6-224 HB-5 2 Y Supply Detector Line) 60mA max
SLR-24V HD-3 Photoelectric NS4-224, NS6-224 HB-5 25 Maximum Output Current 2A @ 30VDC
i NS4-224, NS6-224, Visual Indicator (Status LED) |  bi-Color LED (green/red
SLR-835/-835W HD-3 Photoelectric (8-35V) NS4.224W, NS6-224W HB-5 18 ( ) (9 )
SLRB35H 835 05 Photoslectric (8-35V) NS4-224, NS6-224, s & EOL Device for OUT+ & OUT— 4.7Q Resistor
w Thermal NS4-224W, NS6-224W Max Quantity Per Loop 127
SLR-835B-2/ -2W HD-6 Phott)(ilae;:;rligs(sti)-35v) NA NA 18 Alarm Threshold Level <15KQ
Photoslectric (6-35V Wiring OK Threshold Level >2.5KQ & <6KQ
SLR-835BH-2 / -2W HD-6 otoelectric (8-35V) NA NA 18 —
wiThermal (baseless) Open Circuit Threshold Level >10KQ
SIJ-24 HD-3 lonization NS4-224, NS6-224 HB-5 25 Max 2-Wire Conventional
Heat Fixed Temo/Rate of Detector Loop Resistance 5002 (for both legs)
DCD-135/190 HD-3 Ri P NS4-224, NS6-224 HB-5 25
se Maximum Humidity 10-85% RH Non-Condensing
DFE-135/190 NA Heat Fixed Temp HSC-224L HB-62 25 Dimensions 4.2"W x 4.7'H x 0.85"D
SLV-24 1 24N / 24V HD-3 Photoelectric Ngf‘;zzf\zl ’\,f‘SS%%zZiW HB-5 25 Mounting 4" square electrical box
i (] Weight Approx. 3 0z.
FW2 HD-6 Photoelectric (8-35V) NA NA 18 9
(baseless)
- Operating Temperature 32°F to 120°F (0°C to 49°C)
FW-2H HD-6 Heat Fixed Temp NA NA 18
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TB1 WIRING IS SUPERVISED AND POWER LIMITED.

DO NOT MIX FIRE ALARM INITIATING, SUPERVISORY,
OR SECURITY DEVICES ON THE SAME MODULE.

NOTE: Only the same size wire
from 12 to 22 AWG may be
connected terminal block TB1

when more than one conductor is
being connected under cach
terminal. Maximum of 2 conductors

per terminal

INSTALL ONLY DETECTORS LISTED AS UL
COMPATIBLE WITH THE CONVENTIONAL ZONE
MODULE (CZM) AS REFERENCED IN THE CHART
BELOW

NOTE: INSTALLATION WIRING SHALL NOT EXCEED 50 OHMS (12-22 AWG)
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